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 Special Provision for Curing and Protection of Concrete 
Construction 

 August 5, 2005 
 
 
 
This special provision was developed by the Bureaus of Materials & Physical 
Research, Bridges & Structures, Construction, and Design & Environment to 
correct and clarify the curing/protection requirements for concrete.  It has been 
revised to correct the requirements for linseed oil emulsion curing compound 
(Art. 1022.07) and to make minor editorial revisions.  It should be inserted into 
all cast-in-place, precast, and precast/prestressed concrete contracts. 
 
The districts should include the BDE Check Sheet marked with the applicable 
special provisions for the November 18, 2005 and subsequent lettings.  The 
Project Development and Implementation Section will include a copy in the 
contract. 
 
This special provision will be available on the transfer directory August 5, 2005. 
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CURING AND PROTECTION OF CONCRETE CONSTRUCTION (BDE) 
 
Effective:  January 1, 2004 
Revised:  November 1, 2005 
 
Revise the second and third sentences of the eleventh paragraph of Article 503.06 of the 
Standard Specifications to read: 
 

“ Forms on substructure units shall remain in place at least 24 hours.  The method of form 
removal shall not result in damage to the concrete.” 
 
Delete the twentieth paragraph of Article 503.22 of the Standard Specifications. 
 
Revise the “Unit Price Adjustments” table of Article 503.22 of the Standard Specifications to 
read: 
 

“UNIT PRICE ADJUSTMENTS 
 Percent 

Type of Construction Adjustment 
 in Unit Price 

For concrete in substructures, culverts (having a waterway  
opening of more than 1 sq m (10 sq ft)), pump houses, and  
retaining walls (except concrete pilings, footings and   
foundation seals):  

When protected by:  
Protection Method II 115% 
Protection Method I 110% 

For concrete in superstructures:  
When protected by:  
Protection Method II 123% 
Protection Method I 115% 

For concrete in footings:  
When protected by:  
Protection Method I, II or III 107% 

For concrete in slope walls:  
When protected by:  
Protection Method I 107%” 

 
Delete the fourth paragraph of Article 504.05(a) of the Standard Specifications. 
 
Revise the second and third sentences of the fifth paragraph of Article 504.05(a) of the 
Standard Specifications to read: 
 

“ All test specimens shall be cured with the units according to Article 1020.13.” 
 
Revise the first paragraph of Article 504.06(c)(6) of the Standard Specifications to read: 
 

“ Curing and Low Air Temperature Protection.  The curing and protection for precast, 
prestressed concrete members shall be according to Article 1020.13 and this Article.” 

 



Revise the first sentence of the second paragraph of Article 504.06(c)(6) of the Standard 
Specifications to read: 

 
“ For curing, air vents shall be in place and shall be so arranged that no water can 
enter the void tubes during the curing of the members.” 
 

Revise the first sentence of the third paragraph of Article 504.06(c)(6) of the Standard 
Specifications to read: 

 
“As soon as each member is finished, the concrete shall be covered with curing 
material according to Article 1020.13.” 

 
Revise the eighth paragraph of Article 504.06(c)(6) of the Standard Specifications to read: 

 
“ The prestressing force shall not be transferred to any member before the concrete 
has attained the compressive strength of 28,000 kPa (4000 psi) or other higher 
compressive release strength specified on the plans, as determined from tests of 
150 mm (6 in.) by 300 mm (12 in.) cylinders cured with the member according to 
Article 1020.13.  Members shall not be shipped until 28-day strengths have been 
attained and members have a yard age of at least 4 days.” 

 
Delete the third paragraph of Article 512.03(a) of the Standard Specifications. 
 
Delete the last sentence of the second paragraph of Article 512.04(d) of the Standard 
Specifications. 



 
Revise the “Index Table of Curing and Protection of Concrete Construction” table of Article 
1020.13 of the Standard Specifications to read: 
 

“INDEX TABLE OF CURING AND PROTECTION OF CONCRETE CONSTRUCTION 
 
TYPE OF CONSTRUCTION 

 
CURING METHODS 

CURING 
PERIOD   
DAYS 

 
LOW AIR TEMPERATURE 
PROTECTION METHODS 

Cast-in-Place Concrete: 11/    
Pavement    
Shoulder 1020.13(a)(1)(2)(3)(4)(5) 3/ 5/ 3 1020.13(c) 
Base Course     
Base Course Widening 1020.13(a)(1)(2)(3)(4)(5) 1/ 2/ 3 1020.13(c) 
Driveway    
Median    
Curb    
Gutter 1020.13(a)(1)(2)(3)(4)(5) 4/ 5/ 3 1020.13(c) 16/ 
Curb and Gutter    
Sidewalk    
Slope Wall    
Paved Ditch    
Catch Basin    
Manhole 1020.13(a)(1)(2)(3)(4)(5) 4/ 3 1020.13(c) 
Inlet    
Valve Vault    
Pavement Patching 1020.13(a)(1)(2)(3)(4)(5) 2/ 312/ 1020.13(c) 
Pavement Replacement 1020.13(a)(1)(2)(3)(4)(5) 1/ 2/ 3 442.06(h) and 1020.13(c) 
Railroad Crossing 1020.13(a)(3)(5) 1 1020.13(c) 
Piles 1020.13(a)(3)(5) 7 1020.13(e)(1)(2)(3) 
Footings    
Foundation Seals 1020.13(a)(1)(2)(3)(4)(5) 4/ 6/ 7 1020.13(e)(1)(2)(3) 
Substructure 1020.13(a)(1)(2)(3)(4)(5) 1/ 7/ 7 1020.13(e)(1)(2)(3) 
Superstructure (except deck) 1020.13(a)(1)(2)(3)(5) 8/ 7 1020.13(e)(1)(2) 
Deck 1020.13(a)(5) 7 1020.13(e)(1)(2) 17/ 
Retaining Walls 1020.13(a)(1)(2)(3)(4)(5) 1/ 7/ 7 1020.13(e)(1)(2) 
Pump Houses 1020.13(a)(1)(2)(3)(4)(5) 1/ 7 1020.13(e)(1)(2) 
Culverts 1020.13(a)(1)(2)(3)(4)(5) 4/ 6/ 7 1020.13(e)(1)(2) 18/ 

Other Incidental Concrete 1020.13(a)(1)(2)(3)(5) 3 1020.13(c) 
Precast Concrete: 11/    
Bridge Beams 
Piles 
Bridge Slabs 
Nelson Type Structural Member 

 
 
1020.13(a)(3)(5) 9/ 10/ 
 

 
 
As required. 13/

 

 
 
504.06(c)(6), 1020.13(e)(2) 19/ 
 

All Other Precast Items 1020.13(a)(3)(4)(5) 2/ 9/ 10/ As required. 14/ 504.06(c)(6), 1020.13(e)(2) 19/ 
Precast, Prestressed Concrete: 11/    
All Items 1020.13(a)(3)(5) 9/ 10/ Until strand 

tensioning is 
released. 15/ 

504.06(c)(6), 1020.13(e)(2) 19/ 

 



Notes-General: 

 
1/ Type I, membrane curing only 
 
2/ Type II, membrane curing only 
 
3/ Type III, membrane curing only 
 
4/ Type I, II and III membrane curing 
 
5/ Membrane curing will not be permitted between November 1 and April 15. 
 
6/ The use of water to inundate footings, foundation seals or the bottom slab of culverts is permissible when 

approved by the Engineer, provided the water temperature can be maintained at 7 °C ( 45 °F) or higher. 
 
7/ Asphalt Emulsion for Waterproofing may be used in lieu of other curing methods when specified and 

permitted according to Article 503.18. 
 
8/ On non-traffic surfaces which receive protective coat according to Article 503.19, a linseed oil emulsion 

curing compound may be used as a substitute for protective coat and other curing methods.  The linseed 
emulsion curing compound will be permitted between April 16 and October 31 of the same year, provided it 
is applied with a mechanical sprayer according to Article 1101.09 (b), and meets the material requirements 
of Article 1022.07. 

 
9/ Steam curing (heat and moisture) is acceptable and shall be accomplished by the method specified in Article 

504.06(c)(6). 
 
10/ A moist room according to AASHTO M 201 is acceptable for curing. 
 
11/ If curing is required and interrupted because of form removal for cast-in-place concrete items, precast 

concrete products, or precast prestressed concrete products, the curing shall be resumed within two hours 
from the start of the form removal. 

 
12/ Curing maintained only until opening strength is attained, with a maximum curing period of three days. 
 
13/ The curing period shall end when the concrete has attained the mix design strength.  The producer has the 

option to discontinue curing when the concrete has attained 80 percent of the mix design strength or after 
seven days.  All strength test specimens shall remain with the units and shall be subjected to the same 
curing method and environmental condition as the units, until the time of testing. 

 
14/ The producer shall determine the curing period or may elect to not cure the product.  All strength test 

specimens shall remain with the units and shall be subjected to the same curing method and environmental 
condition as the units, until the time of testing. 

 
15/ The producer has the option to continue curing after strand release. 
 
16/ When structural steel or structural concrete is in place above slope wall, Article 1020.13(c) shall not apply.  

The protection method shall be according to Article 1020.13(e)(1). 
 
17/ When Article 1020.13(e)(2) is used to protect the deck, the housing may enclose only the bottom and sides.  

The top surface shall be protected according to Article 1020.13(e)(1). 
 
18/ For culverts having a waterway opening of 1 sq m (10 sq ft) or less, the culverts may be protected according 

to Article 1020.13(e)(3). 
 
19/ The seven day protection period in the first paragraph of Article 1020.13(e)(2) shall not apply.  The 

protection period shall end when curing is finished.  For the third paragraph of Article 1020.13(e)(2), the 
decrease in temperature shall be according to Article 504.06(c)(6).” 



 
Add the following to Article 1020.13(a) of the Standard Specifications: 
 

“ (5) Wetted Cotton Mat Method.  After the surface of concrete has been textured or 
finished, it shall be covered immediately with dry cotton mats.  The cotton mats shall 
be placed in a manner which will not mar the concrete surface.  A texture resulting 
from the cotton mat material is acceptable.  The cotton mats shall then be wetted 
immediately and thoroughly soaked with a gentle spray of water.  For bridge decks, a 
foot bridge shall be used to place and wet the cotton mats. 
 
The cotton mats shall be maintained in a wetted condition until the concrete has 
hardened sufficiently to place soaker hoses without marring the concrete surface.  
The soaker hoses shall be placed on top of the cotton mats at a maximum 1.2 m 
(4 ft) spacing.  The cotton mats shall be kept wet with a continuous supply of water 
for the remainder of the curing period.  Other continuous wetting systems may be 
used if approved by the Engineer. 
 
After placement of the soaker hoses, the cotton mats shall be covered with white 
polyethylene sheeting or burlap-polyethylene blankets. 
 
For construction items other than bridge decks, soaker hoses or a continuous wetting 
system will not be required if the alternative method keeps the cotton mats wet.  
Periodic wetting of the cotton mats is acceptable. 
 
For areas inaccessible to the cotton mats on bridge decks, curing shall be according 
to Article 1020.13(a)(3).” 

 
Revise the first paragraph of Article 1020.13(c) of the Standard Specifications to read: 
 

“ Protection of Portland Cement Concrete, Other Than Structures, From Low Air 
Temperatures.  When the official National Weather Service forecast for the construction 
area predicts a low of 0 ºC (32 ºF), or lower, or if the actual temperature drops to 0 ºC 
(32 ºF), or lower, concrete less than 72 hours old shall be provided at least the following 
protection:” 

 
Delete Article 1020.13(d) and Articles 1020.13(d)(1),(2),(3),(4) of the Standard Specifications. 
 
Revise the first five paragraphs of Article 1020.13(e) of the Standard Specifications to read: 
 

“ Protection of Portland Cement Concrete Structures From Low Air Temperatures.  When 
the official National Weather Service Forecast for the construction area predicts a low 
below 7 ºC (45 ºF), or if the actual temperature drops below 7 ºC (45 ºF), concrete less 
than 72 hours old shall be provided protection.  Concrete shall also be provided 
protection when placed during the winter period of December 1 through March 15.  
Concrete shall not be placed until the materials, facilities, and equipment for protection 
are approved by the Engineer. 



 
When directed by the Engineer, the Contractor may be required to place concrete during 
the winter period.  If winter construction is specified, the Contractor shall proceed with 
the construction, including concrete, excavation, pile driving, steel erection, and all 
appurtenant work required for the complete construction of the item, except at times 
when weather conditions make such operations impracticable. 
 
Regardless of the precautions taken, the Contractor shall be responsible for protection of 
the concrete placed and any concrete damaged by cold temperatures shall be removed 
and replaced at no additional cost to the Department.” 

 
Add the following at the end of the third paragraph of Article 1020.13(e)(1) of the Standard 
Specifications: 
 

“ The Contractor shall provide means for checking the temperature of the surface of 
the concrete during the protection period.” 

 
Revise the second sentence of the first paragraph of Article 1020.13(e)(2) of the Standard 
Specifications to read: 
 

“ The Contractor shall provide means for checking the temperature of the surface of 
the concrete or air temperature within the housing during the protection period.” 

 
Delete the last sentence of the first paragraph of Article 1020.13(e)(3) of the Standard 
Specifications. 
 
Add the following Article to Section 1022 of the Standard Specifications: 
 

“1022.06 Cotton Mats.  Cotton mats shall consist of a cotton fill material, minimum 
400 g/sq m (11.8 oz/sq yd), covered with unsized cloth or burlap, minimum 200 g/sq m 
(5.9 oz/sq yd), and be tufted or stitched to maintain stability. 
 

Cotton mats shall be in a condition satisfactory to the Engineer.  Any tears or holes in the 
mats shall be repaired.” 
 
Add the following Article to Section 1022 of the Standard Specifications: 
 

“1022.07 Linseed Oil Emulsion Curing Compound.  Linseed oil emulsion curing 
compound shall be composed of a blend of boiled linseed oil and high viscosity, heavy bodied 
linseed oil emulsified in a water solution.  The curing compound shall meet the requirements of 
a Type I according to Article 1022.01, except the drying time requirement will be waived.  The oil 
phase shall be 50 ± 4 percent by volume.  The oil phase shall consist of 80 percent by mass 
(weight) boiled linseed oil and 20 percent by mass (weight) Z-8 viscosity linseed oil.  The water 
phase shall be 50 ± 4 percent by volume.” 
 
Revise Article 1020.14 of the Standard Specifications to read: 



 
“1020.14 Temperature Control for Placement.  Temperature control for concrete 

placement shall be according to the following. 
 

(a) Temperature Control other than Structures.  The temperature of the concrete 
immediately before placement shall be a minimum of 10 °C (50 °F) and a maximum of 
32 °C (90 °F).  Aggregates and/or water shall be heated or cooled as necessary to 
produce concrete within these temperature limits. 
 
When the temperature of the plastic concrete reaches 30 °C (85 °F), an approved 
retarding admixture shall be used or the approved water reducing admixture in use shall 
have its dosage increased by 50 percent over the dosage recommended on the 
Department’s Approved List of Concrete Admixtures for the temperature experienced.  
The amount of retarding admixture to be used will be determined by the Engineer.  This 
requirement may be waived by the Engineer when fly ash compensated mixtures are 
used. 
 
Plastic concrete temperatures up to 35 °C (96 °F), as placed, may be permitted provided 
job site conditions permit placement and finishing without excessive use of water on 
and/or overworking of the surface.  The occurrence within 24 hours of unusual surface 
distress shall be cause to revert to a maximum 32 °C (90 °F) plastic concrete 
temperature. 
 
Concrete shall not be placed when the air temperature is below 5 °C (40 °F) and falling 
or below 2 °C (35 °F), without permission of the Engineer.  When placing of concrete is 
authorized during cold weather, the Engineer may require the water and/or the 
aggregates to be heated to between 20 °C (70 °F) and 65 °C (150 °F).  The aggregates 
may be heated by either steam or dry heat prior to being placed in the mixer.  The 
apparatus used shall heat the mass uniformly and shall be so arranged as to preclude 
the possible occurrence of overheated areas which might damage the materials.  No 
frozen aggregates shall be used in the concrete. 
 
For pavement patching, refer to Article 442.06(e) for additional information on 
temperature control for placement. 
 

(b) Temperature Control for Structures.  The temperature of the concrete, as placed in the 
forms, shall be a minimum of 10 °C (50 °F) and a maximum of 32 °C (90 °F).  
Aggregates and/or water shall be heated or cooled as necessary to produce concrete 
within these temperature limits.  When insulated forms are used, the temperature of the 
concrete mixture shall not exceed 25 °C (80 °F).  If the Engineer determines that heat of 
hydration might cause excessive temperatures in the concrete, the concrete shall be 
placed at a temperature between 10 °C (50 °F) and 15 °C (60 °F).  When concrete is 
placed in contact with previously placed concrete, the temperature of the concrete may 
be increased as required to offset anticipated heat loss. 
 



Concrete shall not be placed when the air temperature is below 7 °C (45 °F) and falling 
or below 4 °C (40 °F), without permission of the Engineer.  When placing of concrete is 
authorized during cold weather, the Engineer may require the water and/or the 
aggregates to be heated to between 20 °C (70 °F) and 65 °C (150 °F).  The aggregates 
may be heated by either steam or dry heat prior to being placed in the mixer.  The 
apparatus used shall heat the mass uniformly and shall be so arranged as to preclude 
the possible occurrence of overheated areas which might damage the materials.  No 
frozen aggregates shall be used in the concrete. 
 
When the temperature of the plastic concrete reaches 30 °C (85 °F), an approved 
retarding admixture shall be used or the approved water reducing admixture in use shall 
have its dosage increased by 50 percent over the dosage recommended on the 
Department’s Approved List of Concrete Admixtures for the temperature experienced.  
The amount of retarding admixture to be used will be determined by the Engineer.  This 
requirement may be waived by the Engineer when fly ash compensated mixtures are 
used. 
 

(c) Temperature.  The concrete temperature shall be determined according to ASTM 
C 1064.” 

 
 
80114 


